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Quality Images
For Every Patient
Every Time




Expect performance
excellence from your
processor just as you do
from other components in .
your imaging system.

After all, you are making

‘a critical diagnosis about
your patient’s condition.
All-Pro Imaging’s 100 PLUS,
with tabletop convenience,
delivers quality images for
every patient, every time.

Consider
processing
- performance...

The 100 PLUS microprocessor monitors
and controls all essential processor
functions. The overnight anticrystallization
cycle prevents chemical build-up and
roller “pick-off . Temperature is ;
controlled in the developer to within 2
critical (+/-) 1/2°F even when the
processor is in standby. Time in the
developer is 24 seconds (37 seconds
with extended mammography cycle)

for thorough development of the latent
image. Also, chemisiry replenishment
and recirculation are controlled to
automatically maintain peak chemical
activity in the developer and fixer tanks.
When the last film is delivered the

100 PLUS automatically returns to -
standby to save water and power. -

Quality is huilt into every patt of
the 100 PLUS for exceptional durability:
stainless steel chassis, corrosion-resistant
tanks, oversized high-torque gear
system and powerful cool-running
drive motor.

Performance and quality go hand-
in-hand in the 100 PLUS. As a resull, -
you and your patients.can rely on
consistent films every time.

7‘ MICROPROCESSOR
CONTROL

Conveniently located on the inside of the front hinged panel
and covered by a protective enclosure, the electronics E

precisely monitor and control all processor functions
including temperature, cycle time and replenishment rates
to optimize sensitometry.

CHEMISTRY
PUMPS

Single motor tandem recirculation pumps are mounted /
on the chassis for easy accessibility. The recirculation /
pumps fully purge when the system is drained so
that fresh chemistry is not contaminated when '
tanks are refilled. Bellows replenishment pumps

are durable and accurafe. Calibration is easy for precise
sensitometric control.

DRAIN VALVES
AND HOSES E

Maintenance is easy with external front mounted drain
valves and color-coded drain hoses which can be routed
through the front or rear. Separate lines facilitate disposal
of developer, fixer and wash water in accordance with local
codes. The cold water source is easily connected at the rear
of the processor.




DEEP MOLDED
& TANKS

Deep corrosion-resistant tanks optimize solution-to-film
contact. The water inlet is designed to meet all plumbing
codes with a built-in 1" air gap. Recirculated chemistry is
returned across the tank for even solution temperature and
optimal chemical mixing.

HIGH CAPACITY FILM
TRANSPORT SYSTEM

Built-in crossover guides and strategically placed rubber

and phenolic rollers ensure the smooth transport of film
from 4" square to 14" wide. The infrared dryer, with its
extended film path, works at low power settings for
artifact-free drying.

COVERED

Light-tight covered feed tray eliminates waiting until the
last film is completely inside the processor. The feed Iray,
directly attached to the developer rack, precisely introduces

film into the entrance rollers.

* PA, Townes, R/L Laterals - 10 x 12 film;
AP, Lateral - 14x17 fitm

Lonsider speed

and size...

With a 94 second leading edge to leading
edge processing time, you can move
quickly from initial diagnosis to
initial treatment. Your time is valuable
and your patient is waiting...process a
series of skull x-rays in three minutes, or
two views of the lumbar spine in less than
two and a half minutes.*

Pressed for darkroom space?

No other tabletop film processor

combines as many performance features
with as compact a working footprint as
the 100 PLUS. You need only 2 minimum
counter area of 25”x31” with space
below for replenishment containers,
a 115V/15A line, a cold water source
‘and drain. The 100 PLUS is factory
convertible for mobile applications
and plumbingless installations.

Designed for convenient installation,
the 100 PLUS also features separate
color-coded drain hoses facilitating
compliance with local environmental
codes. Valves are externally mounted on
the front of the processor for convenient
fluid draining. And because the
microprocessor is mounted on the
inside of the front hinged panel in a
protective enclosure, all functions and
controls are readily accessible.

When. it comes right down to it, the
100 PLUS performs like a floor proces-
sor with the convenience of a tabletop.

Make the
right choice...

Consider these points when selecting

a processor. A processor must...

M consistently provide quality diagnostic
films, time after time. . ,

\/ deliver diagnostic films as fast as
possible so treatment is not delayed.

/meet available space requirements.

Whether your facility is an
imaging center, hospital,
clinic or private office, the
choice for performance, speed
and size is the 100 PLUS.
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